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SANCO Plus SANCO Plus 4-6-4 4 6 L 4 2.5 82 65 11 20 14 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 geen

SANCO Plus SANCO Plus 4-9-4 4 9 L 4 1.9 82 65 11 20 17 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR

SANCO Plus SANCO Plus 4-12-4 4 12 L 4 1.6 82 65 11 20 20 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 4-13-4 4 13 L 4 1.5 82 65 11 20 21 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 4-14-4 4 14 L 4 1.5 82 65 11 20 22 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 4-15-4 4 15 L 4 1.4 82 65 11 20 23 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 4-16-4 4 16 L 4 1.4 82 65 11 20 24 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 4-18-4 4 18 L 4 1.4 82 65 11 20 26 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 4-20-4 4 20 L 4 1.4 82 65 11 20 28 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 4-24-4 4 24 L 4 1.4 82 65 11 20 32 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-6-4 5 6 L 4 2.4 81 65 11 23 15 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 geen

SANCO Plus SANCO Plus 5-9-4 5 9 L 4 1.9 81 65 11 23 18 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR

SANCO Plus SANCO Plus 5-12-4 5 12 L 4 1.6 81 65 11 23 21 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-13-4 5 13 L 4 1.5 81 65 11 23 22 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-14-4 5 14 L 4 1.5 81 65 11 23 23 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-15-4 5 15 L 4 1.4 81 65 11 23 24 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-15-4 5 15 L 4 1.4 81 65 11 23 24 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-15-5 5 15 L 5 1.4 81 65 11 25 25 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-16-4 5 16 L 4 1.4 81 65 11 23 25 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-18-4 5 18 L 4 1.4 81 65 11 23 27 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-20-4 5 20 L 4 1.4 81 65 11 23 29 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-24-4 5 24 L 4 1.4 81 64 11 23 33 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 6-15-4 6 15 L 4 1.4 81 64 11 25 25 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 6-15-5 6 15 L 5 1.4 80 64 11 28 26 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 6-15-6 6 15 L 6 1.4 80 63 11 30 27 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 8-15-5 8 15 L 5 1.4 80 62 11 33 28 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 8-15-6 8 15 L 6 1.4 81 65 11 35 29 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 10-15-6 10 15 L 6 1.4 81 65 11 40 31 NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 4-15-33/1 4 15 L 33/1 1.4 81 65 11 26 26 NPD NPD NPD NPD NPD NPD NPD NPD NPD / 2(B)2 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 4-15-33/2 4 15 L 33/2 1.4 80 65 11 28 26 NPD NPD NPD NPD NPD NPD NPD NPD / P1A NPD / 2(B)2 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 4-15-44/2 4 15 L 44/2 1.4 81 64 11 33 28 NPD NPD NPD NPD NPD NPD NPD NPD / P2A NPD / 1(B)1 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-15-33/1 5 15 L 33/1 1.4 81 64 11 29 27 NPD NPD NPD NPD NPD NPD NPD NPD NPD / 2(B)2 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-15-33/2 5 15 L 33/2 1.4 80 64 11 30 27 NPD NPD NPD NPD NPD NPD NPD NPD / P1A NPD / 2(B)2 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 5-15-44/2 5 15 L 44/2 1.4 80 64 11 35 29 NPD NPD NPD NPD NPD NPD NPD NPD / P2A NPD / 1(B)1 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 6-15-33/1 6 15 L 33/1 1.4 80 64 11 31 28 NPD NPD NPD NPD NPD NPD NPD NPD NPD / 2(B)2 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 6-15-33/2 6 15 L 33/2 1.4 80 62 11 33 28 NPD NPD NPD NPD NPD NPD NPD NPD / P1A NPD / 2(B)2 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 6-15-44/2 6 15 L 44/2 1.4 81 80 11 38 30 NPD NPD NPD NPD NPD NPD NPD NPD / P2A NPD / 1(B)1 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 8-15-33/1 8 15 L 33/1 1.4 81 80 11 36 30 NPD NPD NPD NPD NPD NPD NPD NPD NPD / 2(B)2 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 8-15-33/2 8 15 L 33/2 1.4 79 62 11 38 30 NPD NPD NPD NPD NPD NPD NPD NPD / P1A NPD / 2(B)2 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 8-15-44/2 8 15 L 44/2 1.4 79 61 11 43 32 NPD NPD NPD NPD NPD NPD NPD NPD / P2A NPD / 1(B)1 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 10-15-33/1 10 15 L 33/1 1.4 79 61 11 41 32 NPD NPD NPD NPD NPD NPD NPD NPD NPD / 2(B)2 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 10-15-33/2 10 15 L 33/2 1.4 79 61 11 43 32 NPD NPD NPD NPD NPD NPD NPD NPD / P1A NPD / 2(B)2 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 10-15-44/2 10 15 L 44/2 1.4 81 65 11 48 34 NPD NPD NPD NPD NPD NPD NPD NPD / P2A NPD / 1(B)1 NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 33/1-15-4 33/1 15 L 4 1.4 81 64 11 26 26 NPD NPD NPD NPD NPD NPD NPD NPD 2(B)2 / NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 33/1-15-5 33/1 15 L 5 1.4 80 64 11 29 27 NPD NPD NPD NPD NPD NPD NPD NPD 2(B)2 / NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 33/1-15-6 33/1 15 L 6 1.4 81 65 11 31 28 NPD NPD NPD NPD NPD NPD NPD NPD 2(B)2 / NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 33/2-15-4 33/2 15 L 4 1.4 81 64 11 28 26 NPD NPD NPD NPD NPD NPD NPD P1A / NPD 2(B)2 / NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 33/2-15-5 33/2 15 L 5 1.4 80 64 11 30 27 NPD NPD NPD NPD NPD NPD NPD P1A / NPD 2(B)2 / NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 33/2-15-6 33/2 15 L 6 1.4 80 65 11 33 28 NPD NPD NPD NPD NPD NPD NPD P1A / NPD 2(B)2 / NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 44/2-15-4 44/2 15 L 4 1.4 80 64 11 33 28 NPD NPD NPD NPD NPD NPD NPD P2A / NPD 1(B)1 / NPD NPD NPD 0.03 HR +

versie

Productnaam Bevestigt de volgende eigenschappen van het produkt isolerende beglazing zoals onderstaande samenstelling, bestemd voor gebruik in gebouwen en bouwconstructies , volgens EN 1279-5

Glasopbouw

Bedrijf DemuGlas BV

Adres Steenhouwer 29

PC + plaats 9502 EV  STADSKANAAL

NPD = gedrag niet gedeclareerd

Vulling L=Lucht, A=Argon, Kr=Krypton

DOP-nr. = Ordernr.
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Productnaam Bevestigt de volgende eigenschappen van het produkt isolerende beglazing zoals onderstaande samenstelling, bestemd voor gebruik in gebouwen en bouwconstructies , volgens EN 1279-5

Glasopbouw

Bedrijf DemuGlas BV

Adres Steenhouwer 29

PC + plaats 9502 EV  STADSKANAAL

SANCO Plus SANCO Plus 44/2-15-5 44/2 15 L 5 1.4 80 82 11 35 29 NPD NPD NPD NPD NPD NPD NPD P2A / NPD 1(B)1 / NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 44/2-15-6 44/2 15 L 6 1.4 80 64 11 38 30 NPD NPD NPD NPD NPD NPD NPD P2A / NPD 1(B)1 / NPD NPD NPD 0.03 HR +

SANCO Plus SANCO Plus 33/1-15-44/2 33/1 15 L 44/2 1.4 80 64 11 39 31 NPD NPD NPD NPD NPD NPD NPD NPD / P2A 2(B)2 / 1(B)1 NPD NPD Nvt HR +

SANCO Plus SANCO Plus 33/1-15-33/2 33/1 15 L 33/2 1.4 80 62 11 34 29 NPD NPD NPD NPD NPD NPD NPD NPD / P1A 2(B)2 / 2(B)2 NPD NPD Nvt HR +

SANCO Plus SANCO Plus 33/2-15-33/1 33/2 15 L 33/1 1.4 80 64 11 34 29 NPD NPD NPD NPD NPD NPD NPD P1A / NPD 2(B)2 / 2(B)2 NPD NPD Nvt HR +

SANCO Plus SANCO Plus 33/2-15-33/2 33/2 15 L 33/2 1.4 80 64 11 35 29 NPD NPD NPD NPD NPD NPD NPD P1A / P1A 2(B)2 / 2(B)2 NPD NPD Nvt HR +

SANCO Plus SANCO Plus 33/2-15-44/2 33/2 15 L 44/2 1.4 80 62 11 40 31 NPD NPD NPD NPD NPD NPD NPD P1A / P2A 2(B)2 / 1(B)1 NPD NPD Nvt HR +

SANCO Plus SANCO Plus 44/2-15-33/1 44/2 15 L 33/1 1.4 80 62 11 39 31 NPD NPD NPD NPD NPD NPD NPD P2A / NPD 1(B)1 / 2(B)2 NPD NPD Nvt HR +

SANCO Plus SANCO Plus 44/2-15-33/2 44/2 15 L 33/2 1.4 80 62 11 40 31 NPD NPD NPD NPD NPD NPD NPD P2A / P1A 1(B)1 / 2(B)2 NPD NPD Nvt HR +

SANCO Plus SANCO Plus 44/2-15-44/2 44/2 15 L 44/2 1.4 79 62 11 45 33 NPD NPD NPD NPD NPD NPD NPD P2A / P2A 1(B)1 / 1(B)1 NPD NPD Nvt HR +

NPD = gedrag niet gedeclareerd

Vulling L=Lucht, A=Argon, Kr=Krypton

DOP-nr. = Ordernr.
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